Equipment Lifting

DTL

Manual Hydraulic Bottle Jack with Toe-Lift

e Carbon steel base with automatic welding makes stable quality.

* Chrome plated plunger resists corrosion and extends life.

* For heavy equipment lifting or check level with minimum available access.
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DTL-2.5E DTL-5E

Model -Li - Plunger Base

Number b b i i Dia. Dimensions

J (mm) L x W (mm)
DTL-2.5E 5 25 110 230 340 32 152 x 200.5 16 78 x 47 8.5
DTL-5E 10 5.0 135 277 412 42 185 x 235 22 98 x 55 20.0
DTL-10E 20 10.0 150 317 467 55 220 x 240 25 132 x 48 31.5
DTL-15E 30 15.0 150 335 486 62 265 x 272 28 149 x 60 44.0
DTL-25E 50 25.0 150 370 520 85 340 x 354 40 190 x 75 88.5

Operating Handle

included with all models
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Dovetail Design
for perfect alignment of toe during lift

Internal Stroke Limiter

360° Rotating prevents piston rod over-extension
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pump handle on models 2.5-15 ton

Carbon Steel Base i Lifting Toe

is automatically weided to ensure manufactured from high strength alloy steel
increased resistance to high pressure

and provide greater durability.

DuraJack’

Equipment Lifting

D

Roller Skate with Turn Table
D-4 S Fixed Load Table

D-4 ST Rolling Load Table

® Easy working in narrow space.

e 360° degrees rotations. Load Table k
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Model Number Style Dimension (mm) Weight
(ton) A [ 8 | c | o | e [ ' |
D-4S Pu 4wheel 170 198 110 150 218 287 15
D-4ST 6 Pu 4wheel 170 198 110 150 218 287 15
D-6S 8 Pu 6wheel 265 198 110 150 218 287 21
D-6ST 8 Pu 6wheel 265 198 110 150 218 287 21
D-8S 12 Pu 8wheel 360 198 110 150 222 477 28
D-8ST 12 Pu 8wheel 360 198 110 150 222 477 28

DJO

Bearing wrecking bar

Model Number Capacity Dimension (mm) Weight
(ton) _-__-__ (cg)

DJO-3 1430 6.8
DJO-5 5] 165 75 72 38 1580 12.0
DuraJack’




